
PROHLÁŠENÍ  O VLASTNOSTECH   

č. 0111 – CS 

1. Jediﾐečﾐý ideﾐtifikačﾐí kód typu výroHku: fischer Superbond 

2. )aﾏýšleﾐé/zaﾏýšleﾐá použití:    

Výrobek Zaﾏýšleﾐé/zaﾏýšleﾐá použití 
Lepená kotva pro použití v beton Pro upevﾐěﾐí a/ﾐeHo zavěšeﾐí HetoﾐovýIh koﾐstrukčﾐíIh prvků ﾐeHo jako 

oHložeﾐí či zavěšeﾐé stropy., viz. doplﾐěk, oHzvláště Přílohy B 1  -  B 15 

 

3. Výrobce:  fischerwerke GmbH & Co. KG, Otto-Hahn-Straße 15, 79211 Denzlingen, Něﾏecko  

4. )plﾐoﾏoIﾐěﾐý zástupIe:   --  

5. Systém/systémy POSV:  1 

6a. Harmonizovaná norma:  --- 

Oznámený subjekt/oznámené subjekty:  ---  

6b. Evropský dokument pro posuzování:   ETAG 001, 2013-04 

Evropské technické posouzení:   ETA-12/0258; 2016-05-19 

Subjekt pro technické posuzování:  DIBt 

Oznámený subjekt/oznámené subjekty:  1343 – MPA Darmstadt 

7. Deklarovaná vlastnost/Deklarované vlastnosti:  

Mechanická odolnost a stabilita (BWR 1)  

Základní vlastnosti Výkon 

Charakteristické hodnoty pro statcká a kvazi-statiIká zatížeﾐí při ﾐávrhu 
dle TR029 nebo CEN/TS 1992-4:2009, Posuny; 

Charakteristická únosnost pro seismické kategorie  C1 a C2 pro návrh dle 

TR 045, posuny 

Viz. doplﾐěk, oHzvláště Přílohy C 1  -  C 16 

 

Bezpečﾐost v případě požáru (BWR 2) 

Základní vlastnosti Výkon 

Odolnost proti ohni Kotveﾐí vyhovuje požadavkůﾏ pro třídu Aヱ. 
Požárﾐí odolﾐost Výkon není stanoven (VNS) 

 

8. Příslušﾐá teIhﾐiIká dokuﾏeﾐtaIe a/ﾐeHo speIifiIká teIhﾐiIká dokuﾏeﾐtaIe:   ---  

Vlastﾐosti výše uvedeﾐého výroHku jsou ve shodě se souHoreﾏ deklarovaﾐýIh vlastností. Toto prohlášeﾐí o vlastﾐosteIh se 
v souladu s ﾐařízeﾐíﾏ ふEUぶ č. ンヰ5/ヲヰヱヱ vydává ﾐa výhradﾐí odpovědﾐost výroHIe uvedeﾐého výše.  

Podepsáno za výrobce a jeho jménem:  

Andreas Bucher, Dipl.-Ing.     Wolfgang Hengesbach, Dipl.-Ing., Dipl.-Wirtsch.-Ing. 

   

Tumlingen, 2016-06-02    

- Toto PoV Hylo připraveﾐo v růzﾐýIh jazykovýIh ﾏutaIíIh.. V případě rozporu vždy rozhoduje iﾐterpretaIe verze v 
anglickém jazyce.  

- Příloha oHsahuje ﾐepoviﾐﾐé a doplňkové iﾐforﾏaIe v aﾐgliIkéﾏ jazyIe ﾐa ráﾏeI zákoﾐﾐýIh požadavků. 

 



Specific Part 

1 Technical description of the product 

 The fischer superbond is a bonded anchor for use in concrete consisting of a cartridge with 
injection mortar fischer FIS SB and a steel element according to Annex A2. 

 The steel element is placed into a drilled hole filled with injection mortar and is anchored via the 
bond between metal part, injection mortar and concrete. 

 The product description is given in Annex A. 

2 Specification of the intended use in accordance with the applicable European 
Assessment Document 

The performances given in Section 3 are only valid if the anchor is used in compliance with the 
specifications and conditions given in Annex B. 

The verifications and assessment methods on which this European Technical Assessment is 
based lead to the assumption of a working life of the anchor of at least 50 years. The indications 
given on the working life cannot be interpreted as a guarantee given by the producer, but are to 
be regarded only as a means for choosing the right products in relation to the expected 
economically reasonable working life of the works. 

3 Performance of the product and references to the methods used for its assessment 

3.1 Mechanical resistance and stability (BWR 1) 

Essential characteristic Performance

Characteristic values under static and quasi-static 
action for design according to TR 029 or CEN/TS 
1992-4:2009, Displacements;
Seismic performance categories C1 and C2 for 
design according to Technical Report TR 045, 
Displacements

See Annex C 1 to C 16

3.2 Safety in case of fire (BWR 2) 

Essential characteristic Performance

Reaction to fire Anchorages satisfy requirements for 
Class A1

Resistance to fire No performance assessed

3.3 Hygiene, health and the environment (BWR 3) 
 Regarding dangerous substances there may be requirements (e.g. transposed European 

legislation and national laws, regulations and administrative provisions) applicable to the 
products falling within the scope of this European Technical Assessment. In order to meet the 
provisions of Regulation (EU) No 305/2011, these requirements need also to be complied with, 
when and where they apply. 

3.4 Safety in use (BWR 4) 
The essential characteristics regarding Safety in use are included under the Basic Works 
Requirement Mechanical resistance and stability. 

Appendix 1 / 36



4 Assessment and verification of constancy of performance (AVCP) system applied, with 
reference to its legal base 

 In accordance with guideline for European technical approval ETAG 001, April 2013 used as 
European Assessment Document (EAD) according to Article 66 Paragraph 3 of Regulation (EU) 
No 305/2011 the applicable European legal act is: [96/582/EC]. 

 The system to be applied is: 1 
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