
PROHLÁŠENÍ  O VLASTNOSTECH   

DoP: 0143  

pro FIF - CN II (Plastové hﾏoždiﾐky pro použití do Hetoﾐu a zdiva.) - CS 

 

1. Jediﾐečﾐý ideﾐtifikačﾐí kód typu výroHku: DoP: 0143  

2. )aﾏýšleﾐé/zaﾏýšleﾐá použití:   Pro použití v ETICS s oﾏítkou pro přeﾐos sil od sáﾐí větreﾏ, viz. doplﾐěk, oHzvláště 
Přílohy B 1  -  B 3 

3. Výrobce:  fischerwerke GmbH & Co. KG, Klaus-Fischer-Straße 1, 72178 Waldachtal, NěﾏeIko  

4. )plﾐoﾏoIﾐěﾐý zástupIe:   --  

5. Systém/systémy POSV:   2+ 

6. Evropský dokument pro posuzování:   EAD 330196-01-0604 

Evropské technické posouzení:   ETA-18/0393; 2018-05-29 

Subjekt pro technické posuzování:  DIBt 

Oznámený subjekt/oznámené subjekty:  1343 – MPA Darmstadt 

7. Deklarovaná vlastnost/Deklarované vlastnosti:  

    Bezpečﾐost a přístupﾐost (BWR 4)  

• Charakteristická únosnost: viz. doplﾐěk, oHzvláště Příloha C 1 

• Vzdálenost k okraji a osová vzdálenost: viz. doplﾐěk, oHzvláště Příloha B 2 

• Duhost desky: viz. doplﾐěk, oHzvláště Příloha C 1 

• Posuny: viz. doplﾐěk, oHzvláště Příloha C 1 

    hospodařeﾐí s eﾐergií a zadržováﾐí tepla (BWR 6)  

• Bodový prostup tepla: viz. doplﾐěk, oHzvláště Příloha C 1 

8. Příslušﾐá teIhﾐiIká dokuﾏeﾐtaIe a/ﾐeHo speIifiIká teIhﾐiIká dokuﾏeﾐtaIe:   ---  

Vlastﾐosti výše uvedeﾐého výroHku jsou ve shodě se souHoreﾏ deklarovaﾐýIh vlastﾐostí. Toto prohlášeﾐí o vlastﾐosteIh se 
v souladu s ﾐařízeﾐíﾏ ふEUぶ č. ンヰ5/ヲヰヱヱ vydává ﾐa výhradﾐí odpovědﾐost výroHIe uvedeﾐého výše.  

Podepsáno za výrobce a jeho jménem:  

 

Andreas Bucher, Dipl.-Ing.     Wolfgang Hengesbach, Dipl.-Ing., Dipl.-Wirtsch.-Ing. 

   

Tumlingen, 2018-06-06 

- Toto PoV Hylo připraveﾐo v růzﾐýIh jazykovýIh ﾏutaIíIh.. V případě rozporu vždy rozhoduje iﾐterpretaIe verze v 
anglickém jazyce.  

- Příloha oHsahuje ﾐepoviﾐﾐé a doplňkové iﾐforﾏaIe v aﾐgliIkéﾏ jazyIe ﾐa ráﾏeI zákoﾐﾐýIh požadavků. 

 



Specific Part 

1 Technical description of the product 

 The fischer FIF-CN II consists of an anchor sleeve with an enlarged shaft made of 
polypropylene (virgin material), an insulation plate made of glass fibre reinforced polyamide 
(virgin material) and a specific compound nail (for FIF-CN II 60-180) made of glass fibre 
reinforced polyamide with galvanized steel or a specific nail (for FIF-CN II 200-340) made of 
galvanised steel which is installed together with a plastic cylinder made of glass fibre reinforced 
polyamide. 

 The anchor may in addition be combined with the slip-on-plate DT 90, DT 110 and DT 140.

 The product description is given in Annex A.

2 Specification of the intended use in accordance with the applicable European 
Assessment Document 

The performances given in Section 3 are only valid if the anchor is used in compliance with the 
specifications and conditions given in Annex B. 

 The verification and assessment methods on which this European Technical Assessment is 
based lead to the assumption of a working life of the anchor of at least 25 years. The indications 
given on the working life cannot be interpreted as a guarantee given by the producer, but are to 
be regarded only as a means for choosing the right products in relation to the expected 
economically reasonable working life of the works. 

3 Performance of the product and references to the methods used for its assessment 

3.1 Safety and accessibility in use (BWR 4) 

Essential characteristic Performance

Characteristic tension resistance See Annex C 1

Edge distances and spacing See Annex B 2

Plate stiffness See Annex C 1

Displacements See Annex C 1

3.2 Energy economy and heat retention (BWR 6) 

Essential characteristic Performance

Point thermal transmittance See Annex C 1

4 Assessment and verification of constancy of performance (AVCP) system applied, with 
reference to its legal base 

 In accordance with EAD No. 330196-01-0604, the applicable European legal act is: 
[97/463/EC]. 

 The system to be applied is: 2+ 
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